
� Copyright Gorman‐Rupp Pumps 2014

CASING

WEAR PLATE

SUCTION
FLANGE

INTERMEDIATE

IMPELLER

SEAL ASSEMBLY

COVER
PLATE

FLAP VALVE

Specification Data Sec. 55
PAGE 765

Self Priming Centrifugal Pump

Electric Motor Driven

Size 4” x 4”

SEAL DETAIL

PUMP SPECIFICATIONS

Size: 4” x 4” (102 mm x 102 mm) NPT ‐ Female.
Casing: Gray Iron 30. 

Maximum Operating Pressure 22 psi (152 kPa).*
Semi‐Open Type, Two Vane Impeller: Ductile Iron 65‐45‐12.

Handles 3” (76,2 mm) Diameter Spherical Solids.
Impeller Shaft Extension: Steel.
Shaft Sleeve: Alloy Steel 4130.
Flap Valve: Neoprene w/Steel Reinforcing.
Intermediate: Gray Iron 30.
Replaceable Wear Plate: Carbon Steel ASTM A36.
Removable Cover Plate: Gray Iron 30; 22 lbs. (10 kg).
Gaskets: Rubber, PTFE and Vegetable Fiber.
Flanges: Gray Iron 30.
Hardware: Standard Plated Steel.
Optional Equipment: Consult Factory.
*Consult Factory for Applications Exceeding Maximum

Pressure and/or Temperature Indicated.

Models 14C3‐E3 3P and 14C3‐E5 3P

DISCHARGE 
FLANGE
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Type 2, Mechanical, Self‐Lubricated. Carbon
Rotating Face. Ni‐Resist Stationary Seat.
Fluorocarbon Elastomers (DuPont Viton� or
Equivalent). Stainless Steel 18‐8 Cage and
Spring. Maximum Temperature of Liquid
Pumped, 160�F (71�C).*

MOTOR SPECIFICATIONS
Type: Open Drip Proof, Squirrel Cage, Induction

Start, Induction Run, with Conduit Box.
Frame Size: 215JM.
Phase/Hz/Voltage: 3/60/208‐230‐460V.
3    H.P.: 1200 RPM.11.0/10.0/5.0 Approx. Full Load Amps.
5    H.P.: 1200 RPM. 16.6/15.0/7.5. Approx. Full Load Amps.

Do not use in explosive atmosphere or for pump
ing volatile flammable liquids.
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DIMENSIONS and WEIGHTS

SECTION 55, PAGE 765

NET WEIGHT: 360 LBS. (163 KG.)

SHIPPING WEIGHT: 395 LBS. (179 KG.)

EXPORT CRATE SIZE: 14 CU. FT. (0,4 CU. M.)

“A”

Dimension “A”

3 H.P. - 5.50 [139,7]
5 H.P. - 7.00 [177,8]
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